
SMART SHUTTER INSTALLATION

STEP 03

REMOVE DROP-IN FILTER HOLDER BY 
REMOVING THE 2 MOUNTING SCREWS

ATTACH MALE TO MALE C-MOUNT TO 
SMART-SHUTTER WITH THE DOVETAIL
PORTION ON THE OUTSIDE.

STEP 01
REMOVE FILTER WHEEL
COVER PLATE

STEP 02

NOTE:  THE PART ATTACHED TO THE 
             SMART SHUTTER HAS THREE SET SCREWS
             WHICH ARE USED TO MOUNT THE DOVETAIL
             WHEN THE FULLY THREADED,  LOOSEN THE TWO 
             MOST ACCESSABLE SET SCREWS (DO NOT FULLY
             REMOVE) AND SEPERATE THE TWO PARTS.

STEP 04

DETACH DOVETAIL

P. 1

ATTACH THIS PART
TO SMART SHUTTERSET SCREW 

LOCATIONS



SMART SHUTTER INSTALLATION

ATTACH DOVETAIL TO 
C-MOUNT BLOCK INSIDE
THE CABINET

P. 2

STEP 05 STEP 06
INSERT SMART SHUTTER SO THE TWO PARTS
OF THE C-MOUNT ADAPTER ARE ALIGNED.

TIGHTEN THE TWO 
EXPOSED SET SCREWS
TO MOUNT THE SMART SHUTTER

A

DETAIL A 
SCALE 1 : 2

STEP 07



SMART SHUTTER INSTALLATION

ATTACH EXTENSION TUBE
TO FILTER HOLDER BACK
PLATE

STEP 08
RE-MOUNT FILTER HOLDER ASSEMBLY

COMPLETE

STEP 09

STEP 10
RE-INSTALL COVER PLATE

P. 3


	Sheet1
	Drawing View1
	Drawing View2
	Drawing View4
	Drawing View5
	Drawing View9

	Sheet2
	Drawing View7
	Drawing View8
	Drawing View10
	Detail View A (1 : 2)

	Sheet3
	Drawing View12
	Drawing View14
	Drawing View15
	Drawing View16


